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Pcounter Station CS Gold installation instructions 
 
Copy CSGold.dll and (optionally) StationText.ini to the Pcounter Station install directory. 
 
StationText.ini contains text modifications to the Pcounter Station UI that reference CS Gold.  These can 
be modified as needed. 
 
Create/edit CSGold.ini in the Pcounter Station install directory and add the license information.  This 
information will be provided by A.N.D. Technologies. 
 
[License] 
License1=XXXXXXXX 
License2=XXXXXXXX 
 
Run PSConfig.  Press the $ button to configure vending. 
Select:  Device Type = Other 
Then Choose: CSGold.dll 
 
Press the Configure button to test the DLL. 
 
 
CSGold DLL configuration settings 
 

Port number The TCP/IP port number to use for communication with the CS Gold server.  
(*) 

Use SSL Yes/No  (*) 

Currency code ISO currency code such as USD. 

Provider Third party or owner of the device.  Used for licensing.  CBORD will provide 
the exact provider name to be used according to the agreement.  (*) 

Location The CS Gold location number generally represents a Point of Sale location.  
Transactions are reported and reconciled at the location level.  (*) 

 
(*) Requires coordination with CS Gold server administrator 
 
 
Indicating Credit vs. Debit accounts 
 
Normally pay-for-print usage is done by Debit account, ie. the available credit is checked, and the 
account balance declines with usage.  However, CS Gold allows use of credit accounts, in which the 
account balance increases and is used only as an indicator of usage, and not necessarily available credit.  
It is possible to display the amount used with credit accounts, by editing CSGold.ini, creating a Credit 
Plans section, and adding XXX=1 entries for each credit account plan required.  Example: 
 
[Credit Plans] 
22=1 


